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MEETPAAL KATHODISCHE BESCHERMING TYPE AN4 
 
 

 
 
 

Afmetingen: hoogte 2050mm x diepte 210 mm x breedte 195 mm 
Gewicht: ± 16 kg 
 
 
Eigenschappen: 

- polyester hars hoge kwaliteit 
- driekleuren component 
- glasfiber 
- bestand tegen alle weersomstandigheden 
- levensduur tot 10 jaar 
- bescherming IP 54 
- zelf blussend en UV-stabiel 
- geen onderhoud vereist  

 
 
Installatie: 

- In de bodem 
o Vastgezet in zand of bodem tot 1/3 van de totale hoogte 

- In beton 
o Bedekt met beton tot 1/3 van de totale hoogte  
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TECHNICAL DATA SHEET 
TEST POST 

type as MRO(S)-08 
 
 

 
 
 
 

 
 
DESCRIPTION 
 
Test post is used for cathodic protection systems, industrial distributive centre, 
networks, wirings etc. Main function is to connect cables from pipeline or other 
structures as well as for installation of other equipment, such as compensation devices, 
polarization cell etc. Test post provides enough space for additional equipment such as 
polarization cell, bondings etc. When open, doors are acting as a table for tools, 
measuring equipment or notebook. 


